
 

                      CoralBox D700 Protein Skimmer 
 

Thanks for you using CoralBox D700 Protein skimmer, please read the intrusions manual before use. 

 

Product contain: One collection cup, reactor room body, one leading box and drain water system.  A Jebao DC3000 pump , one air tube and intake kits with user manual 

 

Installation: 

1)Remove the Bottom Screw and install with the Jebao Pump. Adjustable the cable on the bottom (It's have a bracket hole) 

2) Installation with the water output connector and leading box on the pump 

3) Reinstall the screw again with silica air tube  

4) Installation with the collection cups on the neck of main reactor 

5) Best water level is 18 to 23cm .  Avoid any bio filter near on the water innet.  Please keep the water stable to max on the skimmer performance.  The skimmer     

performance will affection by water change, air instake have a piston / sand /stone . Please clean necessary if need. The collection cups we suppose clean for weekly 

 

Specification: 

CoralBox Needle Wheel Protein Skimmer 

Capability : 450 to 800Litres  

Power 110V to 240V 50/60hz 

Air Intake 900L/H 

Water Level 180 to 230mm 

Size : 260 x 260 x 530mm (L X W x H) 

Pump Jebao DC3000 12W to 20W 

 

Important Notice 

Cannot move the skimmer during switch on 

Keep the Pump operation below 35 Degree 

Keep the controller in Dry Area or do not near on the Electronic Power supply which near on the controller 

Read the manual carefully before install 

Product is improve continuously, please understand the technical change will not noticed 

 

Any question, please free feel contact us on www.coral-box.com 

 


